
•	 Providing livestock with clean water

•	 Gardening applications

•	 Remote areas with no nearby electrical supply

•	 Water sources such as an open well, pond, river or lake

Key Features

Suitable For

Technical Data

Packaging Dimensions: 580 x 170 x 150mm

Gross Weight: 7.2kg

Solar Submersible Pump 
For Clean Water 

•	 Self sufficient system—powered by 1 x EPS PV module

•	 German made pump

•	 Simple self installation

•	 Easily portable 

•	 Smart controls via bluetooth app

•	 Up to 3 x more pumping capability compared to competing 

pumps

In - Box Components

x1 S1-200

x1 Pump with motor [includes 15m cable]

x1 PV adapter cable MC4 [L= 0.5m]

x1 Hose clamp [21 to 44mm]

x1 Manual

x2 Screws - Controller PV mount [M4.8 x 16 mm]

Pump 

Data

Inlet Water 

Pressure

Max Input 

Voltage

Net 

Weight

Max 

Flow 

Max 

Head Stock ID

 S1-200 HR07-2 <2 bar 55 V (DC) 2.5kg 1 M3/h [4 US gpm] 40M [130ft] 1235528

S1-200 HR14-2 <2 bar 55 V (DC) 2.5kg 1.9 M3/h [4 US gpm] 30M [100ft] 1236029

S1-200 HR23-2 <2 bar 55 V (DC) 2.5kg 3 M3/h [4 US gpm] 17M [55ft] 1199852

epswater.ie



Controller Input
Max Input Voltage 55 V DC 

Operating Voltage 16-55 V DC 

Max Current (DC) 6 A 
Max. PV Short Circuit 

Current (ISC) 25 A 

Controller Output
Max Output Voltage 55 V BLDC PWM 3-Phase

Max Frequency 170 Hz 
Max Continuous 

Current 6 A 

Max Continuous Power 250 W 

Accessories
Description Part No. 

S1 Dry Run Protection Switch 

with 15 m cable 1199854

S1 Tank Full Switch with 10m 

cable 1199855

Remote Tank switch 1235501

420W all Black Panel (38.06V) 1200819

Trifix Mounting system 1236841

•	 Open well
•	 River
•	 Lake

•	 Pump

•	 Irrigation system

•	 Water tank with dry run attachment

•	 Controller

•	 PV Module

•	 Livestock trough

Mallow, Co. Cork
T 022 31200

Ballyhaunis, Co. Mayo
T 094 9633500

Mountrath, Co. Laois
T 057 8732279

Naas, Co. Kildare
T 045 843614


